May 2007

U.S. 20/26 Corridor Preservation Study

Future Traffic Analysis
2030 Average Daily Traffic Volumes and Intersection Levels of Service

See Note 3

See Notes 2 & 3

= 6 Lane Highway

= 4 Lane Highway
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2030 No Build ADT 29,800 32,700 36,500 36,000 37,100 38,500 40,700 42,100
A A A A D D C C B B E E C C
2030 Option 1 ADT (with Interchanges) 29,400 32,400 35,700 36,600 37,000 39,300 40,700 42,200
A A C C D D D D C C E E D D
2030 option 2 ADT (without Interchanges) 29,200 32,100 35,400 35,800 37,300 38,400 40,000 41,900
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= Interchange for Option 1,
Signal for Option 2
= Signal for option 1 & 2 - 2
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2030 No Build ADT 42,100 39,400 35,900 37,300 41,100 43,400 42,100 43,400
D D B B D D D D B B C C C C — F | F
2030 Option 1 ADT (with Interchanges) 42,200 43,600 45,600 48,000 53,700 57,300 57,900 52,900
D D F T F D D D D E E D D C C ~F T F
2030 Option 2 ADT (without Interchanges) 41,900 43,200 44,600 46,600 52,700 57,200 56,800 52,200

Note: 1 Level of services (LOS) for signalized intersections were calculated by using the Highway Capacity Manual (HCM) method.
2 Possible future river crossing; Location to be determined later.
3 LOS shown approaching interchange for option 1 reflects the roadway segment LOS.




